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At Sultan’s Blinds, we offer a wide range of
custom-made window coverings to suit every
window shape and interior style.

Our team will help you find the right fit, offering
expert advice on styles, colours and finishes that
match your space. Every piece is made to your
exact measurements, so you get a clean,
polished look.

From selection to installation, we make the
whole process simple and stress-free — with
quality you can count on.

ABOUT
SULTAN’S
BLINDS

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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SIZE
« Minimum/Maximum Widths 200mm -3000mm
« Minimum/Maximum Drop 200mm - 3000mm

OPACITY
There are three main types of blind fabrics: blackout, light filtering and sunscreen. Sheer fabrics are
now also available. You can choose the opacity that is right for you.
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SINGLE ROLLER BLINDS
S P E C I F I C A T I O N  G U I D E

Roller Blinds are practical and stylish window coverings, ideal for larger Australian
windows. They can control light, heat, and glare while easily disappearing when

not needed.

They complement other window covering solutions and can serve as an 
insulator, reducing heating and lowering energy bills. Our range includes Light 

Filtering, Sunscreen, and Block out fabrics. 

We provide both Chain-operated and Motorised Roller Blinds. Our Roller Blinds
are made from high-quality materials and are effortless to install, maintain, and

clean, making them an ideal, low-maintenance choice for homeowners.

Blackout blinds are an excellent choice for areas such as home 
theatres, media rooms, and bedrooms where privacy and total 
darkness are essential. These blinds are created using specifically 
coated fabrics that help reduce external noise and regulate 
temperature, which can contribute to creating an optimal indoor 
climate.

Light filtering window coverings allow natural light to enter a room,
but diffuse and soften it. They typically use sheer or semi-sheer
fabrics to filter light. They are used to control the amount of light in
a room, reduce glare and provide daytime privacy without losing
natural light. These fabrics allow for obscured night time privacy and
are available in various designs and colours. 

Sunscreen fabrics assist with daytime privacy and light control whilst
enabling you to enjoy your view. Sunscreen fabric is a mesh material
that blocks the sun’s rays but still allows light in. It’s UV-resistant,
made of polyester or vinyl-coated polyester, used on windows or
outdoor areas to reduce heat, glare, and provide privacy. Blinds can
also protect interior elements from sun damage and are available in
various colours and designs.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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Left

Motorised:

OPERATION
All roller blinds use a chain operation; however,
a motorised option is available upon request.

Chain Driven: Controlled with a chain and 
child safety latch. Pre-looped chains with no 
unsightly chain joiners. Easy to use with the 
highest quality componentry.

Right
TUBE SIZES
Roller Blind aluminum tubes are available in
two sizes 

« 38mm Standard
« 45mm Heavy Duty
Tube size is set as standard depending on 
roller blind width. 
« 38mm Tube will be used as standard on 

38mm

CHILD SAFETY
Loose blind and curtain cords/chains,
particularly those with loops, can be
dangerous to young children. A free
cord safety clip is included with every
roller blind purchased.

45mm
FACE FIT
Face-mount blinds are attached to the outside
of the window frame, offering an easy
installation option.

MOUNT
You have two ways to install your blinds, these
methods enable you to achieve the ideal fit for
your window covering needs and enhance its
visual appeal; these are the face-mount or
recessed-mount options.

RECESS FIT
Recessed-mount blinds are installed within the
window frame, giving a sleek and seamless
look.

SPRING ASSIST
Spring assisted roller blinds use a spring-
loaded mechanism to make it easy to raise and
lower heavy or large blinds. They help
counterbalance the weight and hold the blind
in place at the desired height, good for easy
and convenient control of light and privacy. 

Spring Assists are recommended for blinds 
over 4.0m2. These are available in both 
38mm and 45mm tubes at an additional 
charge.

BACK ROLL – STANDARD 
Back Roll (Standard) – Blind rolls towards 
the window

Fabric rolls off the back of the tube and closer
to the glass for better light blocking. The roll at
the top may be visible. Some fabrics have a
different colour backing, which can be
noticeable, so customers should consider this
when ordering. To hide the roll, a pelmet can
be used or a front option can be selected.

Note: To achieve a maximum light block, use 
the back roll option combined with Face fit.

ROLLING DIRECTION 

FRONT ROLL – REVERSE
Front Roll (Reverse) – Blind rolls towards the 
room
Fabric will roll off the front of the tube towards the
room. This option will allow more light penetration
around the sides of the blind (particularly in Face Fit
applications) as the fabric sits further away from the
window glass, architrave or wall.

The roll at the top of the blind will not be 
visible with this option, so may be the 
preferred choice for fabrics with a different 
backing colour (e.g., White backed blockout 
fabrics.
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 Wire free with no electrician 
needed, can be controlled via mobile device.
Fifteen Channel remote, Smart App, Amazon
Alexa or Google Home - only available with the
purchase of a Wi-Fi Bridge. Motorised Motors –
the Minimum size is 710mm.

Motorisation provides a practical solution for
« Difficult to reach windows.
« Ease of use and convenience.
« Eliminating chains in front of windows
« Motors are available as a wire-free battery 
motor concealed within the roller tube – 
Tubular Motor 1.1 NM.

« Can be used with options including – 
Linked, Independent Linked, Double and 
Double Linked systems.

roller blinds with a width of 2099 mm and 
below (38mm components to suit).

« 45mm Heavy Duty will be used on roller 
blinds with a width of 2100mm and above 
(45mm components to suit).

If you have linked or butting blinds, we 
recommend you keep the tube size consistent 
– You can upgrade to a 45mm Heavy Duty 
with components at an additional charge.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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LIGHT & GAPS 
The dimensions of the fabric on the Roller Blind
will always be smaller than the distance
between the brackets it is mounted on. This will
result in visible light gaps, which will be more
prominent when the blind is installed inside the
window frame and even more noticeable when
the fabric is a blackout material.

The final width of the blind, including the 
brackets and any other mechanisms, is called 
the bracket-to-bracket measurement (from 
the outermost point of one bracket to the 
outermost point of the other bracket). 

The width of the fabric on the blind will 
typically be 30mm narrower than the overall 
width of the ordered blind to accommodate 
for the brackets and other hardware. To 
minimise the gap between two blinds when 
placed side by side, a linking bracket can be 
used.

GAP MEASUREMENTS 
« Gaps on left and right up to 30mm 
« Gap between linked blinds is up to 15mm
The system allows for independent control of 
multiple blinds in areas such as sliding doors. 
This dual control feature allows you to adjust 
both blinds separately. 

LINKED ROLLER BLIND
Linked and Independent Linked systems
connect multiple Roller Blinds, reducing the
light gap between them by using one bracket
instead of separate brackets. This results in
a more seamless look, with less visible gaps
between the blinds.
« Linked System - Maximum of three blinds 

Black

COMPONENTS
Our roller blind components are available in
four different colours: Black, Grey, Ivory, and
White.
BRACKETS & COMPONENTS COLOURS
80mm projection 

 Silver & White 
(Oval)

Grey Ivor y

BASERAIL – OVAL & SQUARE

Ivory & Black 
(Square)

White

CHAIN COLOUR
** The location of the chain will be
determined by the installer at the time of
installation***

CHAIN LENGTHS

Stainless Steel, Nickel Plated, White, 
Cream, Ivory, Grey and Black
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can be connected. 
« Independent Linked System - Maximum of 

two blinds can be connected.
« Combination of Linked and Independent 

Linked blinds can be used. 

A Link System Bracket connects 2-3 blinds 
and allows them to be controlled by the same 
chain or motor. This creates a more seamless 
look and reduces the light gap between the 
blinds. 

It’s recommended to use spring assist for the
blind with the chain, and it should be used with a
maximum 3 blinds with a width of 4500mm or
less. 

An Independent Link System Bracket is used to 
join two blinds that can operate independently 
by chain or motor but share a common centre 
bracket, which also reduces the light gap
between the blinds. This system is for maximum
2 blinds.

END CAPS FOR FACE FIT BLINDS:
Available in all four colours. 

This product comes in 4 colour options and
is made with premium aluminium for added
strength and durability. Its weight also helps
keep it stable in windy conditions.

CORD CHAIN:
Highest quality componentry. Pre-looped
chains with no unsightly chain joiners and is
available in various sizes to choose from.

** Stainless Steel (extra charge applies)***

<650mm
651 - 1000mm

1001 - 1300mm
1301 - 1600mm
1601 - 1800mm
1801 - 2400mm
2401 - 2700mm

500mm
750mm

1000mm
1250mm
1500mm
1750mm
2000mm

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E

https://www.solomons.com.au/range/blinds/roller-blinds/
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SIZE
« Minimum/Maximum Widths 200mm - 3000mm
« Minimum/Maximum Drop 200mm - 3000mm

OPACITY
There are three main types of blind fabrics: blackout, light filtering and sunscreen. Sheer fabrics are
now also available. You can choose the opacity that is right for you.
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DOUBLE VIEW ROLLER BLINDS
S P E C I F I C A T I O N  G U I D E

Double roller blinds are a sophisticated and practical window treatment option that offers both style
and versatility. With two separate roller blinds mounted on the same window frame, they provide

greater control over the amount of natural light and privacy in a room.

The translucent or sheer material of one roller blind allows natural light to filter into the room while 
still providing some level of privacy. Meanwhile, the other roller blind is made from a blockout 

material that provides complete privacy and light control when fully closed. 

This dual functionality makes double roller blinds an ideal choice for any room in your home or 
office. Whether you want to enjoy the beauty of natural light while still maintaining privacy, or 

completely block out sunlight to create a comfortable atmosphere, double roller blinds can help 
you achieve your desired look and functionality.

Blackout blinds are an excellent choice for areas such as home 
theatres, media rooms, and bedrooms where privacy and total 
darkness are essential. These blinds are created using specifically 
coated fabrics that help reduce external noise and regulate 
temperature, which can contribute to creating an optimal indoor 
climate.

Light filtering window coverings allow natural light to enter a room,
but diffuse and soften it. They typically use sheer or semi-sheer
fabrics to filter light. They are used to control the amount of light in
a room, reduce glare and provide daytime privacy without losing
natural light. These fabrics allow for obscured night time privacy and
are available in various designs and colours. 

Sunscreen fabrics assist with daytime privacy and light control whilst
enabling you to enjoy your view. Sunscreen fabric is a mesh material
that blocks the sun’s rays but still allows light in. It’s UV-resistant,
made of polyester or vinyl-coated polyester, used on windows or
outdoor areas to reduce heat, glare, and provide privacy. Blinds
can also protect interior elements from sun damage and available in
various colours and designs.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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OPERATION
All roller blinds use a chain operation; however,
a motorised option is available upon request.

Chain Driven: Controlled with a chain and 
child safety latch. Pre-looped chains with no 
unsightly chain joiners. Easy to use with the 
highest quality componentry.

TUBE SIZES
Roller Blind aluminum tubes are available in
two sizes
« 38mm Standard
« 45mm Heavy Duty

Tube size is set as standard depending on 
roller blind width. 
« 38mm Tube will be used as standard on 

38mm

CHILD SAFETY
Loose blind and curtain cords/chains,
particularly those with loops, can be
dangerous to young children. A free
cord safety clip is included with every
roller blind purchased.

45mm
FACE FIT
Face-mount blinds are attached to the outside
of the window frame, offering an easy
installation option.

MOUNT
You have two ways to install your blinds, these
methods enable you to achieve the ideal fit for
your window covering needs and enhance its
visual appeal; these are the face-mount or
recessed-mount options.

RECESS FIT
Recessed-mount blinds are installed within the
window frame, giving a sleek and seamless
look.

SPRING ASSIST
Spring assisted roller blinds use a spring-
loaded mechanism to make it easy to raise and
lower heavy or large blinds. They help
counterbalance the weight and hold the blind
in place at the desired height, good for easy
and convenient control of light and privacy. 

Spring Assists are recommended for blinds 
over 4.0m2. These are available in both 
38mm and 45mm tubes at an additional 
charge.

BACK ROLL – STANDARD 
Back Roll (Standard) – Blind rolls towards 
the window
Fabric rolls off the back of the tube and closer
to the glass for better light blocking. The roll at
the top may be visible. Some fabrics have a
different colour backing, which can be
noticeable, so customers should consider this
when ordering. To hide the roll, a pelmet can
be used or a front option can be selected.

Note: To achieve a maximum light block, use 
the back roll option combined with Face fit.

ROLLING DIRECTION 

FRONT ROLL – REVERSE
Front Roll (Reverse) – Blind rolls towards the 
room
Fabric will roll off the front of the tube towards
the room. This option will allow more light
penetration around the sides of the blind
(particularly in Face Fit applications) as the
fabric sits further away from the window glass,
architrave or wall.

The roll at the top of the blind will not be 
visible with this option, so may be the 
preferred choice for fabrics with a different 
backing colour (e.g., White backed blockout 
fabrics.)
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Motorised: Wire free with no electrician
needed, can be controlled via mobile device.
Fifteen Channel remote, Smart App, Amazon
Alexa or Google Home - only available with the
purchase of a Wi-Fi Bridge. Motorised Motors –
the Minimum size is 710mm.

Motorisation provides a practical solution for
« Difficult to reach windows.
« Ease of use and convenience.
« Eliminating chains in front of windows.
« Motors are available as a wire-free battery 
motor concealed within the roller tube – 
Tubular Motor 1.1 NM

« Can be used with options including – 
Linked, Independent Linked, Double and 
Double Linked systems.

roller blinds with a width of 2099 mm and 
below (38mm components to suit).

« 45mm Heavy Duty will be used on roller 
blinds with a width of 2100mmand above 
(45mm components to suit).

If you have linked or butting blinds, we 
recommend you keep the tube size consistent 
– You can upgrade to a 45mm Heavy Duty 
with components at an additional charge.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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LIGHT & GAPS 
The dimensions of the fabric on the Roller Blind
will always be smaller than the distance
between the brackets it is mounted on. This will
result in visible light gaps, which will be more
prominent when the blind is installed inside the
window frame and even more noticeable when
the fabric is a blackout material.

The final width of the blind, including the 
brackets and any other mechanisms, is called 
the bracket-to-bracket measurement (from 
the outermost point of one bracket to the 
outermost point of the other bracket). 

The width of the fabric on the blind will 
typically be 30mm narrower than the overall 
width of the ordered blind to accommodate 
for the brackets and other hardware. To 
minimise the gap between two blinds when 
placed side by side, a linking bracket can be 
used.

GAP MEASUREMENTS 
« Gaps on left and right up to 30mm 
« Gap between linked blinds is up to 15mm
The system allows for independent control of 
multiple blinds in areas such as sliding doors. 
This dual control feature allows you to adjust 
both blinds separately. 

LINKED ROLLER BLIND
Linked and Independent Linked systems
connect multiple Roller Blinds, reducing the
light gap between them by using one bracket
instead of separate brackets. This results in
a more seamless look, with less visible gaps
between the blinds.
« Linked System - Maximum of three blinds 

Black

COMPONENTS
Our roller blind components are available in
four different colours: Black, Grey, Ivory, and
White.
BRACKETS & COMPONENTS COLOURS
80mm projection 

 Silver & White 
(Oval)

Grey Ivor y

BASERAIL – OVAL & SQUARE

Ivory & Black 
(Square)

White

CHAIN COLOUR
** The location of the chain will be
determined by the installer at the time of
installation***

CHAIN LENGTHS

Stainless Steel, Nickel Plated, White, 
Cream, Ivory, Grey and Black
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can be connected. 
« Independent Linked System - Maximum of 

two blinds can be connected.
« Combination of Linked and Independent 

Linked blinds can be used. 

A Link System Bracket connects 2-3 blinds 
and allows them to be controlled by the same 
chain or motor. This creates a more seamless 
look and reduces the light gap between the 
blinds. 

It’s recommended to use spring assist for the 
blind with the chain, and it should be used 
with a maximum 3 blinds with a width of 
4500mm or less. 

An Independent Link System Bracket is used to 
join two blinds that can operate independently 
by chain or motor but share a common centre 
bracket, which also reduces the light gap 
between the blinds. This system is for
maximum 2 blinds.

END CAPS FOR FACE FIT BLINDS:
Available in all four colours. 

This product comes in 4 colour options and
is made with premium aluminium for added
strength and durability. Its weight also helps
keep it stable in windy conditions.

CORD CHAIN:
Highest quality componentry. Pre-looped
chains with no unsightly chain joiners and is
available in various sizes to choose from.

** Stainless Steel (extra charge applies)***

<650mm
651 - 1000mm

1001 - 1300mm
1301 - 1600mm
1601 - 1800mm
1801 - 2400mm
2401 - 2700mm

500mm
750mm

1000mm
1250mm
1500mm
1750mm
2000mm

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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Insulation
Panel Glides will assist in insulating the interior
from the external heat and cold. 
Coordination
The simple non fussy design of panel glides
enables them to be easily coordinated with
other blind types within the same room, for
example roller blinds.

Ease of Use
Panel Glides are very easy to operate and can
be opened and closed with a simple sliding
motion. Regardless of size, the panels glide
smoothly along the track with very little effort.
Design Options
The panels are available in three design
options to complement the décor style of the
room. The styles are Plain, Sewless and
Plantation. All styles operate and function in
the same way. 
Layout Options
Panel Glides are configured to open from the
left or right and also from the centre of the
opening. 

PANEL GLIDE BLINDS FEATURES

Large Window/Door Coverage
Panel Glides are a great alternative to having
multiple blinds covering large window and
door openings. When drawn open, the panels
sit either in front or behind each other, taking
up a minimal amount of space. 

PANEL WIDTH
The width and number of panels to cover
the opening is determined by the layout and
functionality required. It’s recommended
to have a panel width between 450mm
to 900mm. The average width of panels is
approximately 600mm to 850mm.

PANEL BASE HEM
Panels are hemmed with a 30mm pocket into
which a flat PVC lath is inserted. This weighs
the panels down and ensures the panel fabric
always hangs flat.

PANEL ATTACHMENT
The panels are attached to slider rails that
have the hook/rough side of heavy duty.
Velcro fixed to the face of the rail. The loop/
soft side of the Velcro is sewn to the top of the
fabric panel. This allows for easy attachment,
adjustment and removal of panels if required.
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PANEL GLIDE BLINDS
S P E C I F I C A T I O N  G U I D E

Panel Glides are a chic and practical window treatment option that feature a series of
fabric panels that effortlessly slide along a sleek track. These window coverings offer
an excellent solution for larger window areas and sliding doors, and are available in a

range of fabrics, including Blackout, Light Filtering, and Sunscreen.

Using a metal wand attached to the lead panel, Panel Glides are easy to operate 
and allow for seamless opening and closing of the panels to control privacy, light, 

and insulation. Their versatility and elegant design make them a popular choice for 
both residential and commercial spaces.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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PANEL STYLE OPTIONS

Plain panels

OPERATION
Panel Glides are operated by a wand with a
swivel clip that is attached to the lead panel
of each layout. The metal wands are available
in White, Black and Silver and are 1000mm
long. The wand colour is supplied to match the
track colour unless otherwise specified.

TRACKS
The tracks are powder coated aluminium and available in White, Black and Silver. They can be
Face or Recess mounted. Panel Glides are generally installed over doors and large window areas,
and are most commonly Face Mounted to provide clearance for the panels to slide unhindered by
window frames and door locks.

Face Mount and Recess Mount brackets are powdered coated and available in White, Black and 
Silver.

TRACKS DEPTH

Track Closed

PANEL GLIDE BLINDS: MIN – MAX 

Track Open
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 allow the design, colour, 
or texture of the fabric to be the centre of
attention. It’s a great option if the chosen
fabric features a large pattern which may be
distorted if decorative battens are being used
on the back or front of the panel. 

Sewless panels feature a stylish tuck line
across the front of the panel, creating a
tailored sophisticated look. The fabric is tucked
into metal battens attached horizontally to
the back of the panel. The battens are spaced
approximately 250mm to 350mm apart,
depending the drop of the panel. The battens
are available in a choice of colours that can
be coordinated with the back colour of the
fabric. The battens also provide additional
weight and stability to the panels. 

Plantation panels feature curved profile
battens on the front that slot into the battens
on the back. The battens are available in
a fashionable range of colours to either
subtly co-ordinate with the fabric or make an
exciting décor statement. Plantation panels
provide the option to further personalise the
blind for modern or traditional decors.

Panels Sliding One Way Minimum Projection to Front of Blind
Recess Mount

55mm
75mm
95mm

110mm

Face Mount
75mm
80mm

100mm
120mm

3
4
5
6

Track

*Inside Mount 
Deduc tions

Width Drop

*Outside Mount 
Deduc tions

Width Drop Width Drop

Maximum Sizes

Area Width Drop

Minimum Sizes Minimum Projection
of front of blind/ 
track/ cassette

Inside 
Mount 

Outside 
Mount
75mm

Notes

4 Track

5 Track

6 Track

3 Track

2 Track

10mm

10mm

10mm

10mm

10mm

10mm

10mm

10mm

10mm

10mm

0

0

0

0

0

10mm

10mm

10mm

10mm

10mm

6000mm

6000mm

6000mm

6000mm

6000mm

3000mm

3000mm

3000mm

3000mm

3000mm

18m2

18m2

18m2

18m2

18m2 830mm

1210mm

1590mm

1970mm

2350mm

500mm

500mm

500mm

500mm

500mm

55mm

45mm

75mm

95mm

110mm

75mm

80mm

96mm

120mm

Min panel
width -
450mm

Panel 
Glide types 
available

Plantation & 
Sewless

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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NOTES:
L = Left direction
O = Wand
R = Right direction
X = Stopper
W = Wand position
Layout A, B, C & D…. 1 wand
Layout E & F……........ 2 wands
***When using Layout E & F there must be
an uneven number of panels***
3 track – 5 panels
4 track – 7 panels
5 track – 9 panels

Layout S = Special Layout
Number of tracks and panels need to be
selected, though a specific layout needs to be
given according to the direction of how the
panels move along the track. See Notes

PANEL GLIDE CONFIGURATION

Aluminium:
Powder Coated Aluminium
Size: 25mm
Colours:
« Cedar
« Walnut
« Rosewood
« Ebony
« Cotton
« Candlelight
« Chrome
« Clear Anodised

BATTENS COLOUR

23S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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FABRIC
Vertical blinds are available in Blackout and
Light Filter fabrics, offering a wide choice to
select from to achieve the light block and
privacy level required.

Selecting a Blackout fabric is perfect for rooms 
that are exposed to a lot of sun, and will 
significantly reduce the heat and glare. They 
also provide the highest level of privacy and 
room darkening, both day and night.

CONTROL OPTIONS Wand Control
Wand control is a very simple, easy method of
operating Vertical blinds. The metal wand with
a swivel clip is attached to the lead slat.

The wand is used to adjust the angle of the 
slats, enabling you to manage the sun, light 
and privacy levels of the room throughout the 
day. The wand is also used to draw the blind 
easily and smoothly across the opening. 

The powder coated aluminum wand is 
available in White, Black and Silver. The wand 
is 1000mm in length and will be shortened if 
the blind drop is less this.

Wand control

VERTICAL BLINDS CONFIGURATION

Chain control
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VERTICAL BLINDS
S P E C I F I C A T I O N  G U I D E

Vertical blinds are a highly sought-after option for sliding doors and windows, as they
offer a sleek and contemporary appearance while delivering outstanding

functionality. These blinds provide full control over natural light and allow you to
enjoy the outside view without sacrificing privacy indoors.

The slats of Vertical blinds are effortlessly adjustable, allowing you to easily angle 
them to your desired position. When drawn to the side, they occupy minimal space, 

making them a space-saving option. 

Vertical Blinds come in a wide range of fabrics, opening styles, and operating 
options, making them a versatile, practical, and stylish way to elevate the look and 

feel of your home or office.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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CORD AND CHAIN CONTROL
The cord and chain option uses a chain to angle
the slats and a cord to draw the slats across
the opening. The option is a great solution if
the window is obstructed by furniture making it
difficult to use the wand for drawing the blind
across the opening.

Cord and chain is also an option for when the 
window is high up and out of reach, e.g. in a 
stairwell.  

The cord and chain can be ordered longer 
than the blind bringing it to within reach to 
operate the blind. 

Cords and chains are available in White, 
Beige, Black, Grey and Ivory and the chains 
are also available in Nickel Plated and 
Stainless Steel. 

Child Safety devices are supplied for all cords 
and chains as per Australian Child Safety laws.

TRACKS
The vertical blind track has a low, slimline
profile and is designed for strength and
durability. The track is powder coated
aluminium and available in White, Ivory,
Beige, Black and Grey. They can be Face or
Recess mounted.

MOUNTING
Vertical blinds are commonly Recess Mounted
for windows and Face Mounted for doors.
Due to the function of rotating the vertical slats,
it is rare for the recess of a sliding door to have
sufficient depth for the slats to rotate. Mullions,
framing and door handles will interfere with
the operation of the blind and potentially
cause damage. 

Wand Cord Chained

BASE HEMS
Vertical slats have a bottom weight inserted at
the base of the slat. There are two options
available.

Sewn-in Weights – a PVC weight is 
completely sewn in. This is achieved by sewing 
up the sides of the base hem. This ensures 
that the weight can not fall out of the slat. This 
option provides a neat and tidy appearance. 

SLOPING BLINDS
Vertical Blinds are suitable for windows
where the top or bottom of the opening
slopes on an angle. For example, the top of
the window follows the slope of a cathedral
ceiling. Sloping blinds are available in
127mm slats only and can be Face or Recess
mounted. There is additional information and
measurements required for sloping blinds as
they require a different manufacturing process. 
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The slats are clipped onto carriers (runners)
that slide within the track. The spacing
between the carriers is preset at the
appropriate distance for the slat size.

Chainless Weights – a PVC weight is slotted
into the base hem. The weight has a small
hook either side on which serves to help it
remain within the hem. The weights will be
slightly visible. 

127mm Slat – 
Minimum Projection

101mm

89mm Slat – Mini-
mum Projection

Face Fit- From
foot of bracket

to front of
track.

Recess Fit – 
From back of 
open slats to 
front of track.

89mm

Face Fit – from
foot of bracket

to front of 
track.

Recess Fit – 
From back of 
open slats to 
front of track.

70mm

96mm

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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Aluminium pelmets feature a curved design and offer versatility. They are compatible with or without
a fabric insert and can be installed for both recess and face fittings. You can choose between black or
white options, and if you opt for a fabric insert, it will perfectly complement the roller blind material.

Please note that pelmets are exclusively designed for single roller 
blinds and cannot be used with dual roller blinds. Additionally, 
they are not compatible with any linking systems, including both 
Dummy link and Easy link options.

PVC PELMET – SUITABLE FOR VERTICAL, 
PANEL GLIDE AND ROLLER BLINDS 

The PVC Pelmet has a subtly curved profile 
and can be used with or without a fabric insert 
that matches the blind. Face Fit pelmets will 
be supplied with mitred returns. Recess Fit 
pelmets will sit flush with the front of the 
recess. PVC pelmets are available in White, 
Black and Ivory. When the pelmet has a fabric 
insert, a lip of the pelmet extrusion is visible at 
the top and bottom of the pelmet.

PVC Pelmets are available in a 89mm depth 
and a 140mm depth. The 140mm depth is 
ideal for fitting over Double Roller blinds to 
hide the brackets. 

IMPRESSIONS ALUMINIUM PELMET –
SUITABLE FOR VERTICAL BLINDS ONLY The 
Aluminium Pelmet is only available with 
Vertical Blinds. It has a flat profile and must 
have a fabric insert. Face Fit pelmets will be 
supplied with returns. The pelmet has 
moulded PVC corners to allow the fabric insert 
to wrap around onto the returns, creating a 
continuous look. Recess Fit pelmets will sit 
flush with the front of the recess. A lip of the 
pelmet extrusion is visible at the top and 
bottom of the pelmet. 

The Impressions Aluminium Pelmet 
depth is 127mm. 

PELMETS

89mm Pelmet 

127mm Pelmet 

89mm Pelmet showing returns
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PELMETS 
S P E C I F I C A T I O N  G U I D E

Pelmets can be fitted over Panel Glide Blinds, Vertical Blinds and Roller Blinds. They
can be the that finishing touch to the window treatment, cover up tracks and fixing 

brackets and also assist in reducing light filtration into the room.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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CONTROL OPTIONS
PVC Venetian Blind controls consist of a
combination of cords for both tilting and lifting
the blind. The cords can be situated in the
following combinations.
« Standard – Tilt on left & Lift on right
« Reverse – Tilt on right & lift on left
« Left – Tilt & lift on left
« Right – Tilt & lift on right

When blinds are completely lifted up, the stack 
height can vary considerably depending on 
the Venetian blind type, slat size and blind 
drop. This can cause large variances in the 
stack height and the following information is a 
guide only.

Due to the weight of the PVC venetian blinds 
it is recommended to not leave blinds lifted up 
for long periods of time. 

Maximum and Minimum Sizes
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VENETIAN BLINDS 
S P E C I F I C A T I O N  G U I D E

Venetian Blinds have an exceptional ability to control light, privacy and airflow. They
feature horizontal slats that by the simple use of cords can be angled perfectly to suit 

your needs.

Venetian blinds are available in PVC, Timber and Aluminum providing options to 
ensure you can select the most appropriate Venetian blind for the environmental 

conditions, functional requirements, and type of usage.

There are three slat sizes that will accommodate a variety of window styles and sizes, 
as well as complimenting any décor style. The PVC and Timber blinds are supplied 
with a 75mm deep pelmet that attaches to and covers the headrail and brackets.

PVC Venetian blinds offer a stylish look that can
complement and enhance any décor style. The
smooth finish on the slats and simplicity of
design ensures PVC venetian blinds can either
be the hero in the room or subtly blend in.
 
The PVC Venetian Blind uses a PVC based 
man-made material that is processed at high 
temperatures to create an extremely strong 
and durable product. It is UV stabilised, 
with UV protection throughout the material 
increasing its suitability for a vast range of 
conditions. It is water resistant and non-
absorbent, making it the perfect choice for 
bathrooms and kitchens. 

The smooth finish of the PVC venetian provides 
a no fuss, easy to clean surface and are 
available in two slat sizes: 50mm and 63mm. 
The 63mm slat size offers a superior level of 
light, privacy, and airflow control. 
« Available in several on trend colours
« Smooth easy to clean surface
« Provides perfect light and privacy control
« Features shaped pelmet to cover headrail 

and brackets
« Suitable for all areas of the home or office 

including wet areas

PVC VENETIAN BLINDS

Overall Drop
600
900

1200
1500
1800
2100
2400
2700
3000

Stack Height
140mm
170mm
200mm
230mm
260mm
290mm
320mm
350mm
380mm

Venetian Type
Maximum Width
Maximum Drop

Maximum Square m2
Minimum Width
Minimum Drop

Econo PVC
2710mm
3200mm

6m2
401mm
360mm

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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COLOUR GUIDE
PVC Venetians are available in a range of
Bright White, Off White and Soft Cream,
allowing them to easily be part of any décor
style or colour scheme.

Bright White

COLOUR COORDINATED
Tilting wand and lifting cords, ladder cords and
tassels. Tilt wand is a clear PVC wand and the
lifting and ladder cords and tassels are
coordinated to the blind colour to blend in with
the overall look.

Headrail and Brackets –The head rail 
that the blind hangs from is powder coated 
aluminium with dimensions of 25mm deep x 
24mm high and supplied in the same colour 
as the slats. Brackets are a clear high-grade 
PVC. 

Hold Down Clips – supplied on request, can 
prevent the blind from being blown around by 
the wind and avoid the bottom rail rubbing 
or hitting the window sill, potentially causing 
damage. The hold down clips are made of 
a heavy-duty clear PVC. The blind must be 
disengaged from the clips before raising the 
blind.

Off White

CUT OUTS
A cutout is a portion of the blind width that is
removed from the bottom left and or right
corners of the blind. This feature is commonly
used to accommodate tiles situated at the base
of the window opening to allow the blind to
hang and operate correctly. Cutouts are also a
practical solution for blinds installed on a glass
panel door, to clear the door handle and to
avoid damage to the slats. Cutouts can be
utilised for clearance around many different
obstacles. 

Soft Cream

CONTROL OPTIONS
Timber Venetian Blind controls consist of a
combination of cords for both tilting and lifting
the blind. The cords can be situated in the
following combinations.

« Standard – Tilt on left & Lift on right
« Reverse – Tilt on right & lift on left
« Left – Tilt & lift on left
« Right – Tilt & lift on right
« Blind Stack Height

When blinds are completely lifted up, the stack
height can vary considerably depending on the
Venetian blind type, slat size and blind drop.
This can cause large variances in the stack
height and the following information is a guide
only. 

Due to the weight of the Venetians blinds it is 
recommended to not leave blinds lifted up for 
long periods of time. 

Maximum and Minimum Sizes
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Timber venetian blinds bring a natural warmth
and feel into any room. They are available in
stained and lacquered finishes as well as a
painted finish. 

The timber used in Venetian Blinds is a 
plantation timber, specifically grown and 
developed for use in manufacturing furniture 
and window coverings. It is a high quality, 
medium density hardwood that provides 
a durable and stable material for venetian 
blinds. 

The natural characteristics of the timber 
combined with the density of the grain, 
provides a smooth surface for stain or paint 
to be applied. Being a natural product, the 
timber may absorb a certain level of moisture 
and is not recommended for wet areas such as 
bathrooms, laundries and kitchens. 

Timber venetians are available in two slat 
sizes: 50mm and 63mm. The 63mm slat size 
offers a higher level of light, privacy and 
airflow control. 
« Featuring a warm & natural look with 

stained & lacquered finishes 
« Available in contemporary painted finishes
« Provides functional light and privacy 

control
« Features a stylish flat profile pelmet to 

cover headrail and brackets

TIMBER VENETIAN BLINDS

Overall Drop
600
900

1200
1500
1800
2100
2400
2700
3000

Stack Height
140mm
170mm
200mm
230mm
260mm
290mm
320mm
350mm
380mm

Venetian Type
Maximum Width
Maximum Drop

Maximum Square m2
Minimum Width
Minimum Drop

Timber
2410mm
3200mm

6m2
401mm
360mm

***Colours may vary***

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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COLOUR COORDINATED
Tilting and lifting cords, ladder cords and
tassels - are colour coordinated to the blind
colour to blend in with the overall look. 

Headrail and Brackets - The head rail that 
the blind hangs from is a high-profile durable 
steel with dimensions of 58mm deep x 53mm 
high, and is supplied in a colour that blends 
with the blind colour. Mounting brackets for 
either end, and centre brackets (for blinds over 
900mm wide) are supplied to coordinate with 
the head rail colour. A flat timber pelmet that 
covers the headrail and brackets is supplied in 
the same colour as the blind. 
Hold Down Clips – supplied on request, can 
prevent the blind from being blown around by 
the wind and avoid the bottom rail rubbing 
or hitting the window sill, potentially causing 
damage. The hold down clips are made of 
a heavy-duty clear PVC. The blind must be 
disengaged from the clips before raising the 
blind.

CUT OUTS
A cutout is a portion of the blind width that
is removed from the bottom left and or right
corners of the blind. This feature is commonly
used to accommodate tiles situated at the
base of the window opening to allow the blind
to hang and operate correctly. Cutouts can be
utilised for clearance around many different
obstacles. 

COLOUR GUIDE
Timber Venetians are available in a range
of colour stains with a lacquer finish and
paint colours to suit a variety of décor styles.
Whether it’s a dark rich stain or a lighter
natural stain, there are perfect options for
traditional, formal settings or more casual and
rustic decors. 

CONTROL OPTIONS
Aluminium Blind controls consist of a clear PVC
wand for tilting and cords for lifting the blind.
The wand and cords can be situated in the
following combinations.
« Standard – Tilt on left & Lift on right
« Reverse – Tilt on right & lift on left
« Left – Tilt & lift on left
« Right – Tilt & lift on right
« Blind Stack Height
When blinds are completely lifted up, the stack 
height can vary considerably depending on 
the Venetian blind type, slat size and blind 
drop. This can cause large variances in the 
stack height and the following information is a 
guide only.

Whilst Aluminium Venetians are made of a 
light material, the weight of a large size blind 
can be considerable, it is recommended to not 
leave blinds lifted up for long periods of time. 

Maximum and Minimum Sizes
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Aluminium Venetian Blinds are a timeless and
classic choice for your home. Featuring slim
25mm aluminium slats, that are adjustable by
rotating a slim clear PVC wand to control the
level of light and privacy you require. They are
suitable for any room in the home or office,
including wet areas. 

The powder coated aluminium provides a light 
weight, durable and stable window treatment. 
The compact headrail and 25mm slat size 
makes it a highly suitable product for where 
space is at a premium and the window recess 
is narrow. 

« Lightweight and durable
« Resistant to moisture 
« Compact and ideal where space is at a 

premium
« Range of fashion colours
« Suitable for home and office

ALUMINIUM VENETIAN
BLINDS

Overall Drop
600
900

1200
1500
1800
2100
2400
2700
3000

Stack Height
140mm
170mm
200mm
230mm
260mm
290mm
320mm
350mm
380mm

Venetian Type
Maximum Width
Maximum Drop

Maximum Square m2
Minimum Width
Minimum Drop

Aluminium
3010mm
3200mm

9m2
300mm
360mm

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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COLOUR GUIDE
Aluminium Venetian blinds are available in a
range of neutral colours to feature or blend
with any décor colour scheme.

COLOUR COORDINATED
Tilting wand and lifting cords, ladder cords and
tassels. Tilt wand is a clear PVC wand and the
lifting and ladder cords and tassels are
coordinated to the blind colour to blend in with
the overall look.

Headrail and Brackets –The head rail 
that the blind hangs from is powder coated 
aluminium with dimensions of 25mm deep x 
24mm high and supplied in the same colour 
as the slats. Brackets are a clear high-grade 
PVC. 

Hold Down Clips – supplied on request, can 
prevent the blind from being blown around by 
the wind and avoid the bottom rail rubbing 
or hitting the window sill, potentially causing 
damage. The hold down clips are made of 
a heavy-duty clear PVC. The blind must be 
disengaged from the clips before raising the 
blind.

CUT OUTS
A cutout is a portion of the blind width that
is removed from the bottom left and or right
corners of the blind. This feature is commonly
used to accommodate tiles situated at the
base of the window opening to allow the blind
to hang and operate correctly. Cutouts are
also a practical solution for blinds installed on
a glass panel door, to clear the door handle
and to avoid damage to the slats. Cutouts
can be utilised for clearance around many
different obstacles. 

37S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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SLIDING
Sliding shutters rely on a tracking system that
the shutter panels are mounted to so they an
by pass one another like a sliding door. You
are able to choose face or reveal mounted
shutters.
MIDRAIL What is a Mid Rail
A mid rail is a horizontal bar that divides a
window covering into two or more sections,
typically positioned at the midpoint. It’s
commonly used in taller windows to add
stability and prevent sagging of slats. This
feature can also create a layered look or allow
for different levels of light and privacy control
in different sections of the window. Some
window coverings, like plantation shutters,
may have multiple mid rails to enhance
functionality. 

MULTI FOLD
Multi fold shutters come in a set, they swing
open from the inside or outside, allowing you
full access to your windows. You are able to
choose face or reveal mounted shutters. 

OPERATIONS

HINGED
Shutter panels will remain in the same, fixed
position while blades can still be tilted. Please
note, fixed shutters will be reveal/recess
mount fitted.

BLADE OPTIONS
Plantation shutters are available in 64mm,
89mm and 114mm slat sizes. Take into
consideration the height of the shutter when
picking your slat size. The smaller the height,
consider using the smallest blade options.
Also, take into consideration the minimum
reveal depths for each blade size.

HINGE OPTIONS
Available Colours:
« White
« Black
« Rub Bronze
« Brass

NUMBER OF HINGES
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TIMBER PLANTATION SHUTTERS
S P E C I F I C A T I O N  G U I D E

Timber shutters are an attractive alternative to traditional blinds or other window treatments. Timber
shutters provide an effortlessly beautiful look that shows off enduring craftsmanship, while 

also providing long-lasting durability and insulation benefits.

Timber shutters provide a naturally strong, durable and stable option for harsh Australian weather 
conditions. Timber shutters have benefits related to insulation, privacy, air flow and protection from 
fading of floors and furniture, and are low maintenance. In particular, they create interior air spaces 

that give it an insulation value higher than brick, concrete or aluminum.

 Our timber shutters are made from Paulownia or Basswood. However, being a natural product, the 
timber may absorb a certain level of moisture and is therefore not recommended for wet areas such 

as bathroom and laundries.

« Antique Brass
« Stainless Steel
« Chrome 

Panel Heights
<1300mm

1300-1800mm
1800mm-2500mm
2500mm-3000mm

Hinge Quantity
2
3
4
5

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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TILT ROD 

What is a Tilt Rod
A tilt rod is a component of a shutter used to
control the angle at which the shutter slats are
opened or closed.

 It is a horizontal rod that runs across the top 
of the shutter panel and is attached to the 
individual slats. By turning the tilt rod, the user 
can adjust the slats to control the amount of 
light and air entering the room through the 
shutter. 

Clear tilt rods are particularly popular in 
contemporary or minimalist interior design 
styles, where the focus is on simplicity and 
functionality. They are also useful in rooms 
where a clear view is desired, such as 
bedrooms, living rooms, or kitchens with scenic 
views, as they allow the louvres to be adjusted 
without blocking the window.

COLOUR GUIDE

Timber shutters can greatly enhance the look
and feel of your home, both inside and out.

They come in a variety of painted colours and
stains, allowing you to choose the one that
best matches your decor and personal style.
The colour options allow you to seamlessly
integrate the shutters into your existing design
scheme, making them an attractive and
functional addition to your windows. 

Additionally, the hinge colour can also be 
selected to complement the shutter colour, 
further enhancing the overall aesthetic of 
your windows. 

Whether you want to add privacy, control light,
or simply enhance the appearance of your
home, wooden shutters can be an excellent
solution.

SPECIAL SHAPES

We offer custom shaped shutters for uniquely
shaped and circular windows, which are
commonly difficult to dress.

Special shape shutters can add a unique and 
personalised touch to your windows, while 
also providing privacy, light control, and 
energy efficiency. 

If you have windows with unusual shapes, 
special shape shutters may be the perfect 
solution to enhance their appearance and 
functionality.

All special shaped shutters must be
accompanied by a drawing/ template
with all measurements required.

The factory will also send through a final 
drawing for approval before submitting 
into production.

SHUTTER CONFIGURATION

41S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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SLIDING
Sliding shutters rely on a tracking system that
the shutter panels are mounted to so they an
by pass one another like sliding door. You are
able to choose face or reveal mounted
shutters.
MID RAIL What is a Mid Rail
A mid rail is a horizontal bar that divides a
window covering into two or more sections,
typically positioned at the midpoint. It’s
commonly used in taller windows to add
stability and prevent sagging of slats. This
feature can also create a layered look or allow
for different levels of light and privacy control
in different sections of the window. Some
window coverings, like plantation shutters,
may have multiple mid rails to enhance
functionality.

MULTI FOLD
Multi fold shutters come in a set, they swing
open from the inside or outside, allowing you
full access to your windows. You are able to
choose face or reveal mounted shutters. 

OPERATIONS

HINGED
Shutter panels will remain in the same, fixed
position while blades can still be tilted. Please
note fixed shutters will be reveal/recess
mount fitted.

BLADE OPTIONS
Plantation shutters are available in 64mm,
89mm and 114mm slat sizes. Take into
consideration the height of the shutter when
picking your slat size. The smaller the height,
consider using the smallest blade options.
Also, take into consideration the minimum
reveal depths for each blade size.

Each PVC blade comes as standard with an 
aluminium insert for reinforcement.

HINGE OPTIONS
Available Colours:
« White
« Black
« Rub Bronze
« Brass

NUMBER OF HINGES
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PVC PLANTATION SHUTTERS
S P E C I F I C A T I O N  G U I D E

PVC shutters are made from polyvinyl chloride (PVC), a type of plastic. They are a popular
alternative to traditional wooden shutters due to their durability, affordability, and resistance to
moisture and warping. PVC shutters are available in a range of styles, colours, and sizes to suit

different window types and interior decor.

Control the amount of light you receive during the day and shut the world out at night without 
interrupting the passage of cool air into your house.

They are particularly useful for windows facing the street for privacy, and for east and west facing 
rooms that might be affected by the morning and afternoon sun glare. PVC Plantation shutters are 
made from PVC which is moisture resistant, fire retardant, termite proof and highly durable for the 

Australian climate.

« Antique Brass
« Stainless Steel
« Chrome

Panel Heights
<1300mm

1300-1800mm
1800mm-2500mm
2500mm-3000mm

Hinge Quantity
2
3
4
5

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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TILT ROD 

What is a Tilt Rod

A tilt rod is a component of a shutter used to
control the angle at which the shutter slats are
opened or closed.

 It is a horizontal rod that runs across the top 
of the shutter panel and is attached to the 
individual slats. By turning the tilt rod, the user 
can adjust the slats to control the amount of 
light and air entering the room through the 
shutter.

Clear tilt rods are particularly popular in 
contemporary or minimalist interior design 
styles, where the focus is on simplicity and 
functionality. They are also useful in rooms 
where a clear view is desired, such as 
bedrooms, living rooms, or kitchens with scenic 
views, as they allow the louvres to be adjusted 
without blocking the window.

COLOUR GUIDE

Wooden shutters can greatly enhance the look
and feel of your home, both inside and out. They
come in a variety of painted colours and stains,
allowing you to choose the one that best
matches your decor and personal style. The
colour options allow you to seamlessly integrate
the shutters into your existing design scheme,
making them an attractive and functional
addition to your windows. 

Additionally, the hinge colour can also be 
selected to complement the shutter colour, 
further enhancing the overall aesthetic of 
your windows. Whether you want to add 
privacy, control light, or simply enhance the 
appearance of your home, wooden shutters 
can be an excellent solution.

SPECIAL SHAPES

We offer custom shaped shutters for uniquely
shaped and circular windows, which are
commonly difficult to dress. Special shape
shutters can add a unique and personalised
touch to your windows, while also providing
privacy, light control, and energy efficiency.

All special shaped shutters must be
accompanied by a drawing/ template
with all measurements required.

The factory will also send through a final 
drawing for approval before submitting 
into production.

SHUTTER CONFIGURATION

45S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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FABRIC TYPES

At Sultan’s Blinds, we offer a carefully selected
range of curtain fabrics to suit your home and
personal style. From the soft, elegant flow of
sheers to the durability and texture of triple
weave, through to the full light control of
blockout curtains, there’s something to suit
every space.

Our skilled team will custom make your
curtains to measure, ensuring a perfect fit and
a polished finish. We’re here to help you
choose the right fabric and design to create a
warm, inviting feel in any room. Let’s bring your
vision to life - beautifully and seamlessly.

PENCIL PLEAT SPECIFICATIONS
Fullness:
« 2.2 x Fullness for sheer fabrics
« 2.2 x Fullness for blockout and Triple 

LINING

Sheer Curtains Only
The addition of 3-pass lining to our sheer
fabrics will add the features of blocking out
light whilst increasing thermal insulation and
reducing noise. 
This is all done whilst maintaining the delicate 
look and soft texture of your sheer curtains.

MAXIMUM CURTAIN DROPS 

3000mm Sheer Fabric

3200mm Sheer Fabric

3000mm Blockout & Triple Weave Fabric
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CURTAINS
S P E C I F I C A T I O N  G U I D E

Curtains are a classic, stylish, and practical solution for window coverings that can add warmth,
comfort, and sophistication to any room. They offer excellent light control, privacy, and noise

reduction, allowing you to create a comfortable and peaceful environment. Additionally, Curtains act 
as an effective insulator, reducing heating and cooling loss and keeping your home energy efficient.

Curtains complement a range of other window covering solutions, particularly Roller Blinds, and can 
provide an extra layer of style to your windows. Our high-quality fabric range includes Sheer, Triple 
Weave, and Block out options. Sheer Curtains allow natural light into your room while still providing 

some privacy, Triple Weave Curtains offer insulation and light control, while Block out Curtains 
provide complete darkness, perfect for bedrooms or media rooms.

We offer different heading types, including S-Fold, Wave Fold, Pinch Pleat, Inverted Pleat, and Pencil 
Pleat, giving you the flexibility to choose the best style that suits your room’s decor. Our Curtains are 
made from premium materials and are available in a range of colours and textures, ensuring that you 

can find the perfect fit for your home. With easy installation and maintenance, our Curtains are a 
practical and durable solution for your window covering needs.

Weave fabrics

Pencil pleat curtains are a window treatment
that showcase narrow vertical gathers along
the top portion of the curtain creating a
timeless heading style. 

Pencil pleat curtains have become a favourite 
among Australian households due to their 
versatility and practicality. Their main design 
feature is the narrow vertical gathered 
heading, resembling pencils, making them 
adaptable to a wide range of interior design 
styles, from traditional to modern. 

This is the perfect solution for situations where 
space is restricted or for serving as a double 
curtain to decrease projection.

« Available in 75mm white or clear tape.

PENCIL PLEAT 

Heading 
Type

Heading 
Type

Heading Type

Weighted
Base Max 

Drop
2765mm
2900mm

Weighted
Base Max 

Drop
2965mm
3100mm

80mm Double Hem 
Max Drop
2605mm
2740mm

80mm
Double Hem 

Max Drop
2605mm
2740mm

80mm
Double Hem 

Max Drop
2805mm
2940mm

Pencil Pleat
S Fold

Pencil Pleat
S Fold

Pencil Pleat
S Fold

Please note: Longer drops can be achieved by
railroading the fabric. Curtains will have joins.

Double Hem (80mm 
double turn bottom hem)

Weighted Base Hem-
Sheer Only

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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TRACKING SYSTEM
« Hand Drawn
« Motorised 

TRACKING SYSTEM
« Decorator Standard
« Decorator 15
« Decorator 25
« Motorised (Wired)
« Motorised (Wire Free)

FACE FIT BRACKET COVERS
Face fit bracket covers are available as
standard for all track types at no additional
charge. 

OPTIONS FOR INSTALLING TRACKS

 Standard:

 Below Cornice

 Ceiling Mount

DOUBLE CURTAINS TRACK OPTIONS
« Option 1 - 2 x Pencil pleat headings
« Option 2 - 1 x Pencil Pleat heading 1x 

TRACK BENDING

« Decorator Standard and Motorised 
tracks

« Decorator 25

CURTAIN PROJECTIONS

CURTAIN CONFIGURATIONS
Curtain Configuration – Left hand stack (LHS),
Right hand stack (RHS), Centre opening (CO),
Free Flow (FF).

They can be customised to be either centre 
opening, single side opening (one way draw), 
or free flow, depending on your preference.

Pencil Pleat curtains can be operated using 
a flick stick and are a great option for sheers, 
triple weave, and blockout fabrics. 

Flick Sticks: Colours & Sizes Flick sticks come 
as standard with all hand operated tracks
You can choose from four different colours - 
Clear, Black, White, and Silver.

Available in three different sizes: 1000mm, 
1250mm, and 1500mm.

Tiebacks: Available in straight. All tiebacks 
come with a silver ring. Hooks for plaster or 
timber to be specified at time of ordering.

SIDE STACK
This is the space that a curtain occupies on the
left or right of your window when it is open. As a
rule, assume the stack is equal to a third of the
curtain’s width.

For best light reduction we recommend to 
extend the curtain 150-200mm either side 
of the window or door opening and 150mm 
above.

STITCH HOLES
Acrylic coated curtain fabrics may have
noticeable stitch lines, which may result in
pinholes of light shining through. 

IMPORTANT NOTES

Our curtains are made to hang with a 10mm
clearance from the floor, but it’s important to
note that fabric can be sensitive to changes in
atmospheric conditions.

The accepted industry standard for allowable 
movement of curtains is around 3% in either 
direction. This means that minor fluctuations
in the position of the curtains, up or down, can 
be expected and are generally considered 
acceptable. 

CURTAINS – HOW TO MEASURE 

Curtain Width -
curtain track. 

Drop – Measurements provided should be 
top of bracket to bottom of curtain. Carpet 
Call to make the appropriate deductions.
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S-Fold heading

«  Face fit positioned 150mm 
above the architrave or window opening.

«  Face fit 10mm below 
cornice.

«  Ceiling fit only when 
ceilings are square set.

 - are available for both Angle and 
continuous bends.

 – Angle bends only.

 Overall total length of the Product
Single Face Fit S-Fold

Projection - mm
120mm
95mmSingle Face Fit Pencil 

Pleat
Double Face Fit Pencil 

pleat
Double Face Fit Pencil 

and S-Fold 
Double Face Fit S-Fold 

150mm 

190mm

240mm
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S-FOLD SPECIFICATION

Fullness: 

« 2 - 2.2 x Fullness for all fabrics.

LINING

Sheer Curtains Only

The addition of 3-pass lining to our sheer
fabrics will add the features of blocking out
light whilst increasing thermal insulation and
reducing noise. 

This is all done whilst maintaining the delicate 
look and soft texture of your sheer curtains.

FABRIC TYPES

At Sultan’s Blinds, we offer a wide range of
curtain fabrics to suit your style and needs.
Whether you prefer the soft and translucent
look of sheer curtains, the textured and
durable finish of triple weave fabrics, or the
complete light blocking of blockout curtains,
we have got you covered. 

Our expert manufacturing team have the skills 
to transform any of these fabrics into custom 
made to measure curtains that will fit your 
windows seamlessly and enhance the overall 
look and feel of your home. 

With our assistance, we can guide you in 
choosing the right fabric and design for your 
curtains to create a warm and welcoming 
atmosphere in any room. Together we can 
bring your vision to life.

3200mm Sheer Fabric

MAXIMUM CURTAIN DROPS

3000mm Sheer Fabric

3000mm Blockout & Triple Weave Fabric

TRACKING SYSTEM
« Hand Drawn
« Motorised 

TRACKING SYSTEM
« Decorator Standard
« Decorator 15
« Decorator 25
« Motorised (Wired)
« Motorised (Wire Free)

FACE FIT BRACKET COVERS
Face fit bracket covers are available as
standard for all track types at no additional
charge. 

OPTIONS FOR INSTALLING TRACKS

 Standard:

 Below Cornice

 Ceiling Mount

DOUBLE CURTAINS TRACK OPTIONS
« Option 1 - 2 x Pencil pleat headings
« Option 2 - 1 x Pencil Pleat heading 1x 

TRACK BENDING

« Decorator Standard and Motorised 
tracks

« Decorator 25
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The S-Fold curtain offers not only a stylish look
but also a range of practical benefits. With its
unique folding technique, it’s effortless to
operate and adjust, providing a convenient
option for people who want to manage the
amount of light and privacy in their room.
Additionally, the S-Fold curtain’s smooth and
ultra quiet operation makes it a perfect fit for
bedrooms or living rooms.

In general, the S-Fold curtain is a versatile 
and practical choice that can enhance both 
the aesthetic and functionality of any room in 
your home. Its distinctive folding technique, 
contemporary appearance, and practical 
advantages make it a popular option for those 
who seek modern and chic interior designs. 

Whether you’re looking for a sleek and 
modern window treatment for your home or 
office, the S-Fold curtain is a valuable choice 
to consider as it can add both style and 
convenience to your living space.

Available in a 25mm heading size with a
choice of white, black, or clear tape. 

S-Fold heading

«  Face fit positioned 150mm 
above the architrave or window opening.

«  Face fit 10mm below 
cornice.

«  Ceiling fit only when 
ceilings are square set.

 - are available for both Angle and 
continuous bends.

 – Angle bends only.

S-FOLD

Heading 
Type

Heading 
Type

Heading Type

Weighted
Base Max 

Drop
2765mm
2900mm

Weighted
Base Max 

Drop
2965mm
3100mm

80mm Double Hem 
Max Drop
2605mm
2740mm

80mm
Double Hem 

Max Drop
2605mm
2740mm

80mm
Double Hem 

Max Drop
2805mm
2940mm

Pencil Pleat
S Fold

Pencil Pleat
S Fold

Pencil Pleat
S Fold

Please note: Longer drops can be achieved by
railroading the fabric. Curtains will have joins.

Double Hem (80mm 
double turn bottom hem)

Weighted Base Hem-
Sheer Only

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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CURTAIN PROJECTIONS

CURTAIN CONFIGURATIONS
Curtain Configuration – Left hand stack (LHS),
Right hand stack (RHS), Centre opening (CO),
Free Flow (FF).

They can be customised to be either centre 
opening, single side opening (one way draw), 
or free flow, depending on your preference.

Pencil Pleat curtains can be operated using 
a flick stick and are a great option for sheers, 
triple weave, and blockout fabrics. 

Flick Sticks: Colours & Sizes Flick sticks come 
as standard with all hand operated tracks
You can choose from four different colours - 
Clear, Black, White, and Silver
Available in three different sizes: 1000mm, 
1250mm, and 1500mm.

Tiebacks: Available in straight. All tiebacks 
come with silver ring. Hooks for plaster or 
timber to be specified at time of ordering.

SIDE STACK

This is the space that a curtain occupies on the
left or right of your window when it is open. As a
rule, assume the stack is equal to a third of the
curtain’s width.

For best light reduction we recommend to 
extend the curtain 150-200mm either side 
of the window or door opening and 150mm 
above.

STITCH HOLES

Acrylic coated curtain fabrics may have
noticeable stitch lines, which may result in
pinholes of light shining through. 

IMPORTANT NOTES

Our curtains are made to hang with a 10mm
clearance from the floor, but it’s important to
note that fabric can be sensitive to changes in
atmospheric conditions.

The accepted industry standard for allowable 
movement of curtains is around 3% in either 
direction. This means that minor fluctuations
in the position of the curtains, up or down, can 
be expected and are generally considered 
acceptable. 

CURTAINS – HOW TO MEASURE 

Curtain Width -
curtain track. 

Drop – Measurements provided should be 
top of bracket to bottom of curtain. Carpet 
Call to make the appropriate deductions.
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 Overall total length of the 

Product
Single Face Fit S-Fold

Projection - mm
120mm
95mmSingle Face Fit Pencil 

Pleat
Double Face Fit Pencil 

pleat
Double Face Fit Pencil 

and S-Fold 
Double Face Fit S-Fold 

150mm 

190mm

240mm
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FEATURES
Manufactured from high quality aluminium
featuring a modern, square profile.

Versatile installation options offering either 
a full/semi-enclosed cassette or fascia 
configuration. 

Ultra lock is a hidden locking mechanism that 
integrates into the side channel of the system.

Zip-guided system ensures zero gaps between 
the fabric and channel while ensuring an 
effortless operation.

COLOURS
Designed specifically for exterior spaces, X-
weave is a heavy-duty weave, making
durability and versatility its strongest
characteristics. 

In exterior settings, the fabric defies the 
elements by preserving view-through while 
blocking harsh sunlight and rain and is insect 
resistant.

Available in a wide variety of colours 
including custom on request.

COMPONENTRY

Smart
Smart Home integration is made possible with
Automate Pulse Hub and motorised zipscreen.
APP, Alexa or Google Assistant for voice
control, you can integrate Automate Pulse with
your smart home integration. 

Motorised
You can power your zipscreen with the
premium Automate FT motor. 
You can operate it effortlessly and conveniently 
with just a touch or a voice command.

CONTROLS 

Manual
Zipscreen can either be operated manually or
with a spring or crank solution. With the
weight, you can easily open and close the
door. A crank handle can be attached to the
handle bar or wound by hand.

CAPACITY & DIMENSIONS
When choosing your custom-designed
Zipscreen, the width can be up to 5.8 metres,
and the drop can be as high as 4 metres. 

The option of Zipscreen Extreme is also 
available, which has a maximum width of 7 
metres and a drop of 5 metres.

55

OUTDOOR BLINDS - AWNINGS
ZIPSCREEN

S P E C I F I C A T I O N  G U I D E

The perfect choice for outdoor entertaining such as verandas, pergolas and balconies. With its
sleek, secure and durable design, it is an alternative to traditional roller shutters.

Whether at home, zipscreen awnings are a great choice. Direct sunlight on your windows is the 
main source of unwanted heat in our homes.

A shaded building can create a cooler home environment and save you money by creating an 
effective barrier between the sun and your windows.

HEADBOX

ONE-ACTION ULTRA-LOCK 
SPRING OPERATED ONLY

HIDDEN FABRIC
RETENTION

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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FEATURES

A wire guide awning is a type of window
covering that uses metal wire guides to hold the
fabric in place. It typically consists of a metal
frame that is mounted above the window, with
wire guides attached to the sides of the frame. 

The awning fabric is attached to the wire 
guides and can be extended or retracted 
using a manual crank or motorised system. 

Wire guide awnings offer protection from the 
sun and rain, and can provide privacy and 
shade for a room. They are a popular choice 
for homes and commercial buildings because 
of their versatility and durability.

COLOURS

Designed specifically for exterior spaces, X-
weave is a heavy-duty weave, making
durability and versatility its strongest
characteristics. 

In exterior settings, the fabric defies the 
elements by preserving view-through while 
blocking harsh sunlight and rain and is insect 
resistant.

Available in a wide variety of colours 
including custom on request.

CAPACITY 

When choosing your custom-designed Wire
Guide, the width can be up to 5.8 metres, and
the drop can be as high as 4 metres. 

The option of Wire Guide Extreme is also 
available, which has a maximum width of 7 
metres and a drop of 5 metres.

Smart
Smart Home integration is made possible
with Automate Pulse Hub and motorised Wire
Guide. APP, Alexa or Google Assistant for
voice control, you can integrate Automate
Pulse with your smart home integration. 

Motorised
You can power your Wire Guide with the
premium Automate FT motor. Can be operated
effortlessly and conveniently 
with just a touch or a voice command.

The electric motor to extend and retract 
the awning fabric along the wire guides, 
controlled by a switch, remote control, or even 
a smartphone app. 

This type of control system offers convenience
and ease of use, as the awning can be opened
and closed with the touch of a button.

CONTROLS

Manual
A wire guide manual control refers to a type of
manual operation system for wire guide awnings.
It involves manually cranking a handle or 
turning a lever to extend or retract the awning 
fabric along the wire guides. 
This manual control system is usually less 
expensive than a motorised control system and 
requires no electricity or batteries to operate.
The manual control option is ideal for those 
who prefer a simple and straightforward 
operation, or for those who have limited 
access to a power sources. However, it may 
require more effort to extend or retract the 
awning fabric, especially if the awning is large 
or heavy.
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OUTDOOR BLINDS - AWNINGS
WIRE GUIDE

S P E C I F I C A T I O N  G U I D E

Wire Guide awnings are ideal for outdoor entertaining spaces such as verandas,
balconies, and pergolas. With its modern, sturdy, and long-lasting design, it is a

suitable alternative to conventional roller shutters.

Whether it’s for residential use, Wire Guide awnings are an excellent choice as they 
help reduce unwanted heat from direct sunlight on windows, which is the primary 

source of heat in homes.

By providing shade to a building, Wire Guide awnings create a cooler home 
environment and can even save you money by blocking the sun from your windows.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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CAPACITY
When choosing your custom-designed
Straight Drop the width can be up to 5.8
metres, and the drop can be as high as 4
metres. 

The option of Straight Drop Extreme is also 
available, which has a maximum width of 7 
metres and a drop of 5 metres.

FEATURES
In awning systems, straight wire is often used
in wire guide awnings to provide stability and
support to the awning fabric. The wire runs
along the length of the awning and is attached
to the fabric and the support posts, helping to
maintain the shape and position of the awning.
This type of wire is also often used in
retractable awnings, where it provides a
smooth, tangle-free retraction of the awning
fabric.

Straight wire is usually made of metal, such 
as stainless steel or aluminum, for durability 
and resistance to corrosion. It is a versatile 
material that is easy to work with and can 
be customised to meet the needs of various 
applications.

COLOURS
Designed specifically for exterior spaces, X-
weave is a heavy duty weave, making durability
and versatility its strongest characteristics. 

In exterior settings, the fabric defies the 
elements by preserving view-through while 
blocking harsh sunlight and rain and Is insect 
resistant. Available in a wide variety of colours 
including custom on request. 

Smart
Smart Home integration is made possible with
Automate Pulse Hub and motorised zipscreen.
APP, Alexa or Google Assistant for voice
control, you can integrate Automate Pulse with
your smart home integration. 

Motorised
You can power your zipscreen with the
premium Automate FT motor. Can be operated
effortlessly and conveniently with just a touch
or a voice command.

CONTROLS 

Manual
A manual control system for a Straight Drop
awning typically involves using a hand-crank or
a lever to extend and retract the awning fabric. 

The manual control system is simple and 
straightforward to operate and does not 
require electricity or batteries. The hand-
crank or lever is attached to a mechanism 
that moves the awning fabric in and out, and 
the user can control the amount of shade or 
privacy provided by adjusting the position of 
the awning.

This type of manual control system is ideal 
for those who prefer a simple and low-cost 
operation, or for those who have limited 
access to power sources. However, it may 
require more effort to extend or retract the 
awning fabric, especially if the awning is large 
or heavy. 

Overall, manual control systems for Straight
Drop awnings offer a cost-effective and low-
maintenance option for outdoor shading and
privacy.
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OUTDOOR BLINDS - AWNINGS
STRAIGHT DROP

S P E C I F I C A T I O N  G U I D E

The Straight Drop awning is an affordable solution that offers shade and privacy from
the elements. This type of outdoor shading system can be utilised in various

residential or commercial settings, including sliding windows, doors, covered areas,
and outdoor dining areas.

With a straightforward design and easy installation process, the Straight Drop 
awning provides cost-effective shading at minimal expense and effort.

S U L T A N ’ S  B L I N D SW I N D O W  F U R N I S H I N G S  B R O C H U R E
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SLIDING
Sliding shutters rely on a tracking system that
the shutter panels are mounted to so they an by
pass one another like sliding door. You are able
to choose face or reveal mounted shutters.

HINGED
Hinged shutters are a popular style, as they
swing open, similar to how a door swings open. 

COLOUR GUIDE
Outdoor shutters are available in a variety of
colours to best suit your requirements, including
powder coat paint and timber wrap options. All
hardware provided is stainless steel.

FEATURES
Made from marine- grade aluminium and
features a variety of blade sizes, powder coat
colours and wood-grain finishes, this blade
combines strength and style.

OPERATION 

FIXED
Shutter panels will remain in the same, fixed
position while blades can still be tilted. Please
note fixed shutters will be reveal/recess mount
fitted.

MULTI FOLD
Multi fold shutters come in a set, they swing
open from the inside or outside, allowing you
full access to your windows. You are able to
choose face or reveal mounted shutters. 

EXTRAS
« Blade lock
« Flush bolt
« Security bolt
« Lockable handle
« Double shoot bolt
« Standout brackets

SLAT SIZES
Outdoor shutters are available in 63.5mm,
89mm and 114mm slats. 

Take into consideration the height of the 
shutter when picking your slat size. The smaller 
the height, consider using the smallest blade 
options. Also, take into consideration the 
minimum reveal depths for each blade size.
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OUTDOOR SHUTTERS
S P E C I F I C A T I O N  G U I D E

When it comes to outdoors areas with high traffic, wet conditions, or moderate
climates, aluminium shutters are the most suitable option. We at Sultan’s Blinds

provide a variety of solutions for contemporary outdoor living spaces.

No matter how hot or cold it gets, your alfresco space will remain at an enjoyable 
temperature. Outdoor shutters offer a simple way to choose between privacy and 

visibility. Control your privacy by adjusting the lovers, so sunlight enters between the 
blades.

« Fly screen unit
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